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HAND WINCH 
 

A tool for moving a load both horizontally & vertically. The load is connected to the Hand Winch by a steel cable 

or a synthetic rope.  

Ideal for use in confined locations. The ratchet handle permits reciprocating handle movement in both directions 

for hoisting & lowering loads.  

Manual winches are easy to work with and require low maintenance effort. It is portable and light since it requires 

no electrical external power.  

Compact winches with higher performance.  

 

     

    

 

 

 

 

 

 

 

 

 

 

 

 

  

Rated 
Capacity               

(t) 

Test Load              
(kN) 

Cable Size 
x Length 
(mm*m) 

Speed 
Ratio 

Max Length 
Handle (mm) 

MIN Pulling 
Force (n) 

Approx N.W. (kg)                               
with Wire Rope  

1 12.25 8 x 40 12.19:1 350 120 27 

2 24.5 9 x 40 22.68:1 350 130 38 

3 36.75 12.5 x 40 29.16:1 350 180 65 

Rated 
Capacity                         

(lb) 

Breaking 
Strength 

(kg) 
Gear Ratio 

Cable Size    
x Length 
(mm*m) 

Way/Speed 
Approx N.W. (kg)                               
with Wire Rope  

600 408 3.2:1 4x8 1 Way or 2 Way 2.5 

800 544 3.2:1 4x8 1 Way or 2 Way 2.5 

1200 825 4.1:1 4x10 2 Way/ 1 Speed 3.67 

1600 1080 4:1 5x10 2 Way/ 1 Speed 4.3 

2500 1650 4:1/8:1 5x10 2 Way/ 2 Speed 5.3 


